
SPÄNEX Kompaktentstauber SMU
... die neue Generation bis 10.000 m³/h!

sicher     sauber     effizient

SPÄNEX compact dust extractor SMU-MP
... the powerful!

safe     clean     efficient



SPÄNEX compact dust extractor SMU-MP
Compact, powerful, quiet

Extraction systems for manual work machines and hand-work places
The new dust collector from SPÄNEX is the perfect solution for extracting dust from manual work machi-
nes and hand-work places due to the high suction pressure, to minimise dust pollution at the workplaces.

Characteristic features
High extraction capacity, low energy consumption
The two integrated high-performance fans generate a speed-controlled suction pressure of up to 10,000 Pa (g) at the
suction nozzle. Energy-saving IE 3 motors and a frequency converter are used as standard. 

Quiet operation
The noise protection is effective, so that additional silencers are not necessary despite the high performance.

Effective filter and cleaning technology 
The high degree of separation of the tested filter material ensures a residual dust content in the return air of < 0.1 mg/m³. 
The compressed air cleaning (Jet-Pulse-System) ensures an effective and gentle cleaning of the filter elements with low 
compressed air consumption, so that long service lives are achieved. 

Design and compactness 
The design and construction have resulted in extremely compact housing dimensions. 

Disposal  
The separated dusts are collected in a filling bin with an inserted plastic bag.

Low assembly costs
The delivery of the dust extractor ready for operation leads to short installation times on site.

Wide range of accessories
SPÄNEX supplies all pipe and fitting parts including adapters for connecting the manual work machines.

Advantages:

    Compactness 
    

    Low noise emission          

    Complete control system
    Ease of use

    Wide range of accessories

    High suction power
  Small footprint   Low overall height

SPÄNEX GmbH

Otto-Brenner-Straße 6
D-37170 Uslar
Phone +49 (0) 5571 / 304-0
Fax +49 (0) 5571 / 304-111
info@spaenex.de
www.spaenex.de

Luft-, Energie- und Umwelttechnik

*At 20 m/s in the suction socket; ** Standard application at 24 - 28 m/s in the suction socket

Suction socket Ø in mm

Nominal volume flow* in m³/h

Suction pressure* in Pa (g)

Volume flow** in m³/h 

Motor power  in kW

Max. sound pressure level in dB (A)

Collecting volume in l 

Dimensions l x b x h in mm 

Weight in kg

880 1.120

1.000 1.400

10.000 7.500

400 400

1 x 165 1 x 165

1.860 x 750 x 1.975

2 x 3,0 2 x 3,0

69 69

125 140

10 14SMU-MP
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